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Date 
published 

08/04/19 08/05/19 08/06/19 08/07/19 08/08/19 08/09/19 08/10/19 08/11/19 

Date Mar



 

 
Date 
published 

08/12/19 08/01/20 08/02/20 08/03/20 08/04/20 08/05/20 08/06/20 08/07/20 

Date Nov-19 Dec-19 Jan-20 Feb-20 Mar-20 Apr-20 May-20 June-20 

1 14.5 21.2 5.9 37.1 18.4 15.3 13.4 15.2 

2 13.3 33.2 5.4 0.0 18.4 22.2 15.2 0.0 

3 15.2 36.6 0.0 0.0 43.4 27.2 14.6 0.0 







 

 
Date 
published 

08/12/21 08/01/22 08/02/22 08/03/22 08/04/22 08/05/22 08/06/22 08/07/22 





 

 
Date 
published 

08/04/23 08/05/23 08/06/23 08/06/23     

Date Mar-23 Apr-23 May-23 Jun-23     

1 24.3 36.1 29.4 41.7     

2 27.3 39.7 0.0 30.9     

3 24.0 20.5 0.0 39.2     

4 25.2 30.6 0.0 38.6     

5 24.3 40.1 17.0 41.6     

6 25.8   





 

2. Ambient air/dust monitoring 







 

 Dust Deposition Gauges 
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Date 

Report 
received 

Date 
published 

Parameter (micrograms per cubic metre) 

TSP



 

Sampling 
Date 

Report 
received 

Date 
published 

Parameter (micrograms per cubic metre) 

TSP 
(annual rolling average) 

PM10 

(24-hr average) 
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published 
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Report 



 

3. Water monitoring 

 

Runoff water from the cement works and surrounding agricultural land is captured in various 

storage dams on site and used as process water. In heavy rain, excess stormwater from the dam 

called “Lake Quality” is allowed to overflow into the Wingecarribee River. The quality of that water 

is required by the licence to be monitored once per overflow event. The licence specifies the 

parameters to be monitored, but does not specify any limits for these parameters.  

 

Licence limits: Not specified. 

The NSW State guidelines: Typical discharge limits are as follows: 

Biological Oxygen Demand: 20 milligrams per litre 

pH: 6.5-8.5 

Oil and Grease: 10 milligrams per litre 

Total Suspended Solids: 30-50 milligrams per litre 

 

 

 

 



 

4. Noise monitoring 

 

The Annual Noise Monitoring Reports by Recognition Research are being uploaded to the Berrima 

webpage in their entirety. In the Summary and Conclusions of each Annual Report, Recognition 

Research confirms that Berrima Cement Works “is in compliance with its licence conditions for 

noise”. 

 

 

 

REPORT ENDS 


